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ONnZcCA Radiator Sealer & Protector

Date of release: 10.10.2024; Revision n°: 3 date: 10.10.2024; Approval: R&D; Verified: QMS

| 1. Description \
MC351 Radiator Sealer & Protector permanently and reliably seals and prevents hair
cracks and leakages in the radiator, the water pump, the cylinder head and the engine
block.

Benefits:
v' Reliably seals and prevents hair cracks and leakage in the radiator, the water
pump, the cylinder head and the engine block.

v' Eliminates the need for expensive repair
v' Protects the entire cooling system against rust and corrosion
v' Lubricates the water pump
v' Does not contain acids and is not poisonous
v' Does not harm rubber hoses, metal parts and gaskets
| 2. Technical Specification
Density g/cm?® 1,02
Color Brownish
Odour Neutral
pH 6,0-8,0
Storage Protect from sunlight
Expiry 5 years from production date
| 3. Use ‘

Suitable for all aluminium, plastic and steel radiators of cooling systems in petrol, diesel
and LPG engines. Compatible with water, cooling fluids and conventional antifreeze. Not
suitable for cooling circuits with a built-in filter unit.

Direction:

Shake very well before use. Add the contents of the can to the slightly warm (but NOT
hotl) cooling system with the engine switched off. It is recommended to add the contents
directly into the radiator.

Alternatively, if the radiator is a closed system, the contents can be added into the
coolant expansion tank. After adding, close the cooling system tightly, start the engine
and keep it running for 10 minutes or drive a short distance with the heating system
switched on.

Important: be careful when opening the radiator or cooling system: hot coolant or steam
might escape from the system! Dirty cooling systems should first be cleaned with MC350
Cooling System Flush.

Dosage:

Read and observe the safety warnings on the container label.
For information on handling, fransport, etc., refer to the Safety Data Sheet for the product in question.
The information contained in this documentation refers to the knowledge of the product at the compilation
date indicated above. However, considering the many possible uses and possible inferferences from
elements not dependent on the manufacturer, it is not possible to assume any responsibility regarding the
indications.
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One 300 ml bottle is sufficient for cooling systems with a volume of up to 12 litres.

Read and observe the safety warnings on the container label.

For information on handling, fransport, etc., refer to the Safety Data Sheet for the product in question.

The information contained in this documentation refers to the knowledge of the product at the compilation
date indicated above. However, considering the many possible uses and possible interferences from
elements not dependent on the manufacturer, it is not possible to assume any responsibility regarding the
indications.
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